2 Installing and Replacing Desktop
Board Components

This chapter tells you how to:

e Install the I/0O shield

e Install and remove the Desktop Board

e Install and remove a processor

e Install and remove memory

e Install and remove a PCI Express x16 card

e Connect the IDE and Serial ATA cables

o Install the External SATA (eSATA) adapter bracket
e Connect to the internal headers

e Connect to the flexible audio system

e Connect chassis fan and power supply cables
e Set the BIOS configuration jumper

e Clear passwords

e Replace the battery

Before You Begin

& CAUTIONS

The procedures in this chapter assume familiarity with the general terminology
associated with personal computers and with the safety practices and regulatory
compliance required for using and modifying electronic equipment.

Disconnect the computer from its power source and from any telecommunications
links, networks, or modems before performing any of the procedures described in this
chapter. Failure to disconnect power, telecommunications links, networks, or modems
before you open the computer or perform any procedures can result in personal injury
or equipment damage. Some circuitry on the board can continue to operate even
though the front panel power button is off.

Follow these guidelines before you begin:

e Always follow the steps in each procedure in the correct order.

e Set up a log to record information about your computer, such as model, serial
numbers, installed options, and configuration information.

e Electrostatic discharge (ESD) can damage components. Perform the procedures
described in this chapter only at an ESD workstation using an antistatic wrist strap
and a conductive foam pad. If such a station is not available, you can provide some
ESD protection by wearing an antistatic wrist strap and attaching it to a metal part
of the computer chassis.
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Connecting to the Internal Headers

Before connecting cables to the internal headers, observe the precautions in “Before
You Begin” on page 27. Figure 23 shows the location of the internal headers.

Item Description Item Description

A HD Audio Link F Alternate Front Panel Power LED
B Front Panel Audio G UsB 2.0 (3)

C IEEE 1394a H Front Panel CIR Receiver (Input)
D Serial Port | Front Panel CIR Emitter (Output)
€ Front Panel J Chassis intrusion

Figure 23. Internal Headers
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Connecting to the Front Panel Header

Before connecting to the front panel header, observe the precautions in "Before You
Begin" on page 27. See Figure 23, E on page 48 for the location of the multi-colored
front panel header.

Table 13 shows the pin assignments for the front panel header.

Table 13. Front Panel Header

Pin | Description In/Out | Pin | Description In/Out
Hard Drive Activity LED Power LED
1 Hard disk LED pull-up to +5 V | Out 2 Front panel green LED Out
3 Hard disk active LED Out 4 Front panel yellow LED Out
Reset Switch On/Off Switch
5 Ground 6 Power switch In
7 Reset switch In 8 Ground
Power Not Connected
9 |Power | Out |10 | No pin |

Connecting to the USB 2.0 Headers
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Before connecting to the USB 2.0 headers, observe the precautions in "Before You
Begin" on page 27. See Figure 23, G on page 48 for the location of the three USB 2.0
headers. Table 14 shows the pin assignments for each USB 2.0 header. Each USB
header can be used to connect two USB devices.

Table 14.USB 2.0 Header Signal Names

USB Port A USB Port B
Pin Signal Name Pin Signal Name
1 Power (+5 V) 2 Power (+5 V)
3 D- 4 D-
5 D+ 6 D+
7 Ground 8 Ground
9 Key 10 No Connection

Note: USB ports may be assigned as needed.

NOTE

Computer systems that have an unshielded cable attached to a USB port might not
meet FCC Class B requirements, even if no device or a low-speed USB device is
attached to the cable. Use a shielded cable that meets the requirements for a
full-speed USB device.
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Connecting to the Flexible Audio System

After installing the SigmaTel* audio driver from the Intel Express Installer DVD-ROM,
the multi-channel audio feature can be enabled. Figure 24 shows the back panel audio
connectors. The default connector assignments are shown in the table.

OM20103

Item Description

A Surround Left and Right
B Center Channel and LFE (Subwoofer)
C Side Surround Left and Right/Line
In/Retasking Jack
Line Out
E Mic In

S/PDIF Digital Audio Out (Optical)

Figure 24. Back Panel Audio Connectors

ﬁ NOTE

The back panel line out connector is designed to power either headphones or amplified
speakers only. Poor audio quality may occur if passive (non-amplified) speakers are
connected to this output.

53



Intel Desktop Board DG33TL Product Guide

Connecting Chassis Fan and Power Supply
Cables

Connecting Chassis Fan Cables

Connect chassis fan cables to the 3-pin chassis fan headers on the Desktop Board.
Figure 25 shows the location of the chassis fan headers.

0M20119

Figure 25. Location of the Chassis Fan Headers
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Connecting Supply Power Cables

& CAUTION

Failure to use an appropriate power supply and/or not connecting the 12 V (2 x 2 pin)
power connector to the Desktop Board may result in damage to the board or the
system may not function properly.

The 2 x 12 pin main power connector on the Desktop Board is backwards compatible
with ATX12V power supplies with 2 x 10 connectors. Figure 26 shows the location of
the Desktop Board power connectors.

'----J

0M20120

Figure 26. Connecting Power Supply Cables

1. Observe the precautions in "Before You Begin" on page 27.

Connect the main power supply cable to the 2 x 12 pin connector.

3. Connect the 12 V processor core voltage power supply cable to the 2 x 2 pin
connector.

N
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Setting the BIOS Configuration Jumper
NOTE

Always turn off the power and unplug the power cord from the computer before
moving the jumper. Moving the jumper with the power on may result in unreliable
computer operation.

Figure 27 shows the location of the Desktop Board’s BIOS configuration jumper block.

321

0oM20121

Figure 27. Location of the BIOS Configuration Jumper Block

The three-pin BIOS jumper block enables all board configurations to be done in the
BIOS Setup program. Table 15 shows the jumper settings for the BIOS Setup
program modes.
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Table 15.Jumper Settings for the BIOS Setup Program Modes

Jumper Setting

Mode

Description

Normal (default) (1-2)

The BIOS uses the current configuration and
passwords for booting.

Configure (2-3)

After the Power-On Self-Test (POST) runs, the
BIOS displays the Maintenance Menu. Use this
menu to clear passwords.

Oy
321
Recovery (None) The BIOS recovers data in the event of a failed
l BIOS update.
321
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Clearing Passwords

58

This procedure assumes that the board is installed in the computer and the
configuration jumper block is set to normal mode.

1.
2.

s w

10.

11

13.

Observe the precautions in "Before You Begin" on page 27.

Turn off all peripheral devices connected to the computer. Turn off the computer.
Disconnect the computer’s power cord from the AC power source (wall outlet or
power adapter).

Remove the computer cover.

Find the configuration jumper block (see Figure 27).

Place the jumper on pins 2-3 as shown below.

2l

Replace the cover, plug in the computer, turn on the computer, and allow it to
boot.

The computer starts the Setup program. Setup displays the Maintenance menu.
Use the arrow keys to select Clear Passwords. Press <Enter> and Setup displays a
pop-up screen requesting that you confirm clearing the password. Select Yes and
press <Enter>.

Setup displays the maintenance menu again.

Press <F10> to save the current values and exit Setup.

Turn off the computer. Disconnect the computer’s power cord from the AC power
source.

.Remove the computer cover.
12.

To restore normal operation, place the jumper on pins 1-2 as shown below.

A

h2al

Replace the cover, plug in the computer, and turn on the computer.
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Replacing the Battery

A coin-cell battery (CR2032) powers the real-time clock and CMOS memory. When

the computer is not plugged into a wall socket, the battery has an estimated life of

three years. When the computer is plugged in, the standby current from the power
supply extends the life of the battery. The clock is accurate to + 13 minutes/year at
25 oC with 3.3 VSB applied.

When the voltage drops below a certain level, the BIOS Setup program settings stored
in CMOS RAM (for example, the date and time) might not be accurate. Replace the
battery with an equivalent one. Figure 28 on page 63 shows the location of the
battery.

CAUTION

Risk of explosion if the battery is replaced with an incorrect type. Batteries should be
recycled where possible. Disposal of used batteries must be in accordance with local
environmental regulations.

PRECAUTION

Risque d'explosion si la pile usagée est remplacée par une pile de type incorrect. Les
piles usagées doivent étre recyclées dans la mesure du possible. La mise au rebut des
piles usagées doit respecter les réglementations locales en vigueur en matiére de
protection de l'environnement.

FORHOLDSREGEL

Eksplosionsfare, hvis batteriet erstattes med et batteri af en forkert type. Batterier
ber om muligt genbruges. Bortskaffelse af brugte batterier bor foregd i
overensstemmelse med geaeldende miljglovgivning.

OBS!

Det kan oppst8 eksplosjonsfare hvis batteriet skiftes ut med feil type. Brukte batterier
bor kastes i henhold til gjeldende miljglovgivning.

VIKTIGT!

Risk for explosion om batteriet ersédtts med felaktig batterityp. Batterier ska kasseras
enligt de lokala miljév8rdsbestémmelserna.

VARO

R&jdhdysvaara, jos pariston tyyppi on vdard. Paristot on kierrdtettdvéa, jos se on
mahdollista. Kdytetyt paristot on hévitettdva paikallisten ympdaristémdéaéardysten
mukaisesti.
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& VORSICHT
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Bei falschem Einsetzen einer neuen Batterie besteht Explosionsgefahr. Die Batterie
darf nur durch denselben oder einen entsprechenden, vom Hersteller empfohlenen

Batterietyp ersetzt werden. Entsorgen Sie verbrauchte Batterien den Anweisungen
des Herstellers entsprechend.

AVVERTIMENTO

Esiste il pericolo di un esplosione se la pila non viene sostituita in modo corretto.
Utilizzare solo pile uguali o di tipo equivalente a quelle consigliate dal produttore. Per
disfarsi delle pile usate, seguire le istruzioni del produttore.

PRECAUCION

Existe peligro de explosion si la pila no se cambia de forma adecuada. Utilice
solamente pilas iguales o del mismo tipo que las recomendadas por el fabricante del
equipo. Para deshacerse de las pilas usadas, siga igualmente las instrucciones del
fabricante.

WAARSCHUWING

Er bestaat ontploffingsgevaar als de batterij wordt vervangen door een onjuist type
batterij. Batterijen moeten zoveel mogelijk worden gerecycled. Houd u bij het
weggooien van gebruikte batterijen aan de plaatselijke milieuwetgeving.

ATENCAO
Havera risco de explosdo se a bateria for substituida por um tipo de bateria incorreto.

As baterias devem ser recicladas nos locais apropriados. A eliminacdo de baterias
usadas deve ser feita de acordo com as regulamentacées ambientais da regido.

ASCIAROZZNASC

IcHye pbi3bika BblOyXYy, Kasli 3aMeHEeHbI aKyMysisiTap HernpasisibHara Tbiry.
AKyMyisTapel raBiHHbI, r1a MardbiMacyi, nepenpasoysauyya. lasbayasuya ag crapbix
akymynsTapay natpabHa 3rogHa 3 MsICL{OBbIM 3aKkaHaaaycTBaM ra 3KaJiorii.

UPOZORNINI

V pfipadé vymény baterie za nespravny druh miZe dojit k vybuchu. Je-li to mozné,
baterie by mély byt recyklovany. Baterie je tfeba zlikvidovat v souladu s mistnimi
predpisy o zZivotnim prostredi.

Mpoooxn

Yndpxel kKivOuvoc yia ekpnén o€ nepintwon rnou n Unarapia avrikaraorabei ano uia
AavBaougvou Tunou. Or1 unarapiec 8a npenesr va avakukAwvovTal oTav KdTi TETOIO €ivail
ouvaro. H andppiyn Twv XpnoiLonoINUEVWY UNaTapiwyv npernei va yiveral ouu@wva Ue
TOUG KATd TOMo nepifairAovrikoug Kavoviououg.
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& VIGYAZAT

Ha a telepet nem a megfelel6 tipusu telepre cseréli, az felrobbanhat. A telepeket
lehetbség szerint Ujra kell hasznositani. A hasznalt telepeket a helyi kérnyezetvédelmi
elbirdsoknak megfelelben kell kiselejtezni.

A s
BLABENENEGERT L. BROBERAHYET, UHA L
AERELHE TahlE, BhEUHA I LT RSN, BREODE
BERET SR, HHROBERHI TS,

& AWAS

Risiko letupan wujud jika bateri digantikan dengan jenis yang tidak betul. Bateri
sepatutnya dikitar semula jika boleh. Pelupusan bateri terpakai mestilah mematuhi
peraturan alam sekitar tempatan.

& OSTRZEZENIE

Istnieje niebezpieczernstwo wybuchu w przypadku zastosowania niewtasciwego typu
baterii. Zuzyte baterie nalezy w miare mozliwosci utylizowaé zgodnie z odpowiednimi
przepisami ochrony Srodowiska.

& PRECAUTIE

Risc de explozie, dacd bateria este inlocuita cu un tip de baterie necorespunzator.
Bateriile trebuie reciclate, daca este posibil. Depozitarea bateriilor uzate trebuie sa
respecte reglementarile locale privind protectia mediului.

& BHUMAHME

lpu ncrnosnb30BaHnMM 6aTapen HECOOTBETCTBYIOLErO TUMNAa CyLECTBYET PUCK €€ B3PbIBA.
baTtapeu f0/IKHbI 6bITb YTUIN3NPOBAHbI 10 BO3MOXHOCTH. YTUnun3aums 6ataper A40/KHa
rnpoBoAUTCSA 0 NPaBniaM, COOTBETCTBYIOLMM MECTHbIM TPEGOBAHMUSIM.

& UPOZORNENIE

Ak batériu vymenite za nespravny typ, hrozi nebezpecenstvo jej vybuchu. Batérie by
sa mali podla mozZnosti vzdy recyklovat. Likvidacia pouZitych batérii sa musi vykondvat
v sulade s miestnymi predpismi na ochranu Zivotného prostredia.

& POZOR

Zamenjava baterije z baterijo drugacnega tipa lahko povzroci eksplozijo.
Ce je mogoce, baterije reciklirajte. Rabljene baterije zavrzite v skladu z lokalnimi
okoljevarstvenimi predpisi.
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A\

A\

J -}
ALaau
s¥ionmissaidaiiiAinaimiFauuvsmaasinilssian winidulyla aisiuumenas 15 lada A5
AouymnaiizusaidaviiulaiungziadodudrudouInsdauvavviaviu.

UYARI

Yanlis tirde pil takildiginda patlama riski vardir. Piller mimkdn oldugunda geri
déndstirilmelidir. Kullanilmis piller, yerel ¢cevre yasalarina uygun olarak atilmalidir.

OCTOPOTA

BukopucrtoByvite 6baTapei npaBuibHOro TuUy, iHaKLWe iCHyBaTuMe pusnk subyxy.
SKLO MOXINBO, BUKOPUCTaHI 6atapei ciig ytnaizyBatu. YTuisaliss BUKOPUCTaHNX
b6ataperi mae 6yt BUKOHaHa 3rigHO MiCLUEBMNX HOPM, LLJO PErYJIHOHTb OXOPOHY AOBKIJI/IS.

UPOZORNENI

V pripadé vymeny baterie za nespravny druh miize dojit k vpbuchu. Je-li to mozné, baterie
by mély byt recyklovany. Baterie je tieba zlikvidovat v souladu s mistnimi predpisy
o0 zivotnim prostredi.

ETTEVAATUST

Kui patarei asendatakse uue ebasobivat tiiiipi patareiga, voib tekkida plahvatusoht.
Tiihjad patareid tuleb voimaluse korral viia vastavasse kogumispunkti. Tiihjade
patareide draviskamisel tuleb jirgida kohalikke keskkonnakaitse alaseid reegleid.

FIGYELMEZTETES

Ha az elemet nem a megfeleld tipusura cseréli, felrobbanhat. Az elemeket lehetoség
szerint ujra kell hasznositani. A hasznalt elemeket a helyi kornyezetvédelmi eloirasoknak megfeleloen
kell kiselejtezni.

UZMANIBU

Pastav eksplozijas risks, ja baterijas tiek nomainitas ar nepareiza veida baterijam.
Ja iespéjams, baterijas vajadzétu nodot attiecigos pienemsanas punktos. Bateriju izmeSanai
atkritumos janotiek saskand ar vietejiem vides aizsardzibas noteikumiem.

DEMESIO

Naudojant netinkamo tipo baterijas jrenginys gali sprogti. Kai tik jmanoma, baterijas
reikia naudoti pakartotinai. Panaudotas baterijas ismesti biitina pagal vietinius aplinkos
apsaugos nuostatus.

/\ ATTENZJONI
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Riskju ta’ spluzjoni jekk il-batterija tinbidel b’tip ta’ batterija mhux korrett. Il-batterifi
ghandhom jigu ricikiati fejn hu possibbli. Ir-rimi ta’ batteriji uzati ghandu jsir skond
ir-regolamenti ambjentali lokal.
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& OSTRZEZENIE

Ryzyko wybuchu w przypadku wymiany na baterie niewlasciwego typu. W miare mozliwosci
baterie nalezy podda¢ recyklingowi. Zuzytych baterii nalezy pozbywac sie zgodnie z lokalnie
obowiqzujqcymi przepisami w zakresie ochrony srodowiska.

To replace the battery, follow these steps:

1.
2.

3.

>

o

Observe the precautions in "Before You Begin" (see page 27).

Turn off all peripheral devices connected to the computer. Disconnect the
computer’s power cord from the AC power source (wall outlet or power adapter).
Remove the computer cover.

Locate the battery on the board (see Figure 28).

With a medium flat-bladed screwdriver, gently pry the battery free from its
connector. Note the orientation of the “+” and “-" on the battery.

Install the new battery in the connector, orienting the “+” and “-" correctly.
Replace the computer cover.

0Mz20123

Figure 28. Removing the Battery
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3 Updating the BIOS

The BIOS Setup program can be used to view and change the BIOS settings for the

computer. You can access the BIOS Setup program by pressing the <F2> key after
the Power-On Self-Test (POST) memory test begins and before the operating system
boot begins.

This chapter tells you how to update the BIOS by either using the Intel Express BIOS
Update utility or the Iflash Memory Update utility, and how to recover the BIOS if an
update fails.

Updating the BIOS with the Intel® Express
BIOS Update Utility

With the Intel Express BIOS Update utility you can update the system BIOS while in
the Windows environment. The BIOS file is included in an automated update utility
that combines the functionality of the Intel® Flash Memory Update Utility and the ease
of use of Windows-based installation wizards.

To update the BIOS with the Intel Express BIOS Update utility:

1. Go to the Intel World Wide Web site:
http://support.intel.com/support/motherboards/desktop/

2. Navigate to the DG33TL page, click “[view] Latest BIOS updates,” and select the
Express BIOS Update utility file.

3. Download the file to your hard drive. (You can also save this file to a removable
USB device. This is useful if you are updating the BIOS for multiple identical
systems.)

4. Close all other applications. This step is required. Your system will be rebooted at
the last Express BIOS Update window.

5. Double-click the executable file from the location on your hard drive where it was
saved. This runs the update program.

6. Follow the instructions provided in the dialog boxes to complete the BIOS update.
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Updating the BIOS with the ISO Image BIOS
Update File or the Iflash Memory Update
Utility

You can use the information in this section to update the BIOS using either the Iflash
Memory Update Utility or the ISO Image BIOS update file.

Obtaining the BIOS Update File

You can update to a new version of the BIOS by using the ISO Image BIOS update file
(recommended), or Iflash BIOS update file.

The ISO Image BIOS update file is a standardized image of a bootable CD-ROM that
can be used to create a bootable CD that will update the BIOS.

The Iflash BIOS update file is a compressed file that contains the files you need to
update the BIOS. The Iflash BIOS update file contains:

e New BIOS file (including the Intel® Management Engine Firmware Image)
e Intel® Integrator Toolkit Configuration File (optional)
e Intel Flash Memory Update Utility

You can obtain either of these files through your computer supplier or by navigating to
the Desktop Board DG33TL page on the Intel World Wide Web site at:

http://support.intel.com/support/motherboards/desktop

Navigate to the DG33TL page, click “[view] Latest BIOS updates,” and select the ISO
Image BIOS Update or Iflash BIOS Update utility file.

Updating the BIOS with the ISO Image BIOS Update
File

66

The ISO Image BIOS update allows for the update of an Intel® Desktop Board BIOS to
the latest production release regardless of the operating system installed on the
computer's hard drive and without the need to remove the BIOS configuration jumper.
It requires a blank CD-R, a read/writeable CD drive, and software capable of
uncompressing and writing the ISO image file to CD.

The image uses ISOLINUX* bootloader and automatically launches a script to upgrade
the BIOS via the Iflash utility.
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Updating the BIOS

CAUTION
Do not interrupt the process or the system may not function properly.

Follow these instructions to upgrade the BIOS using the ISO Image BIOS file:

1. Download the ISO Image BIOS file.
2. Using software capable of uncompressing and writing an ISO image file to CD, burn
the data to a blank CD.

NOTE

Copying the ISO Image BIOS file to CD will not work. The completed CD should
contain multiple files and a directory.

3. Insert the CD that was created in the CD-ROM drive of the computer to be
upgraded and boot the system.

4. When the "Press ENTER to continue booting from CD-ROM" prompt appears, press
the Enter key. The system will boot from the hard drive if no key is pressed within
15 seconds.

5. At the "Welcome to the Intel Desktop Board BIOS Upgrade CD-ROM" page, press
any key to confirm the BIOS upgrade operation.

6. Wait for the BIOS upgrade process to complete.

CAUTION

DO NOT POWER DOWN YOUR COMPUTER before the update is complete. The update
may take up to 5 minutes.

Updating the BIOS with the Iflash Memory Update
Utility

With the Iflash Memory update utility you can update the system BIOS from a
bootable CD-ROM, bootable USB flash drive, or other bootable USB media. The utility
available on the Intel World Wide Web site provides a simple method for creating a
bootable CD-ROM that will automatically update your BIOS. The Iflash BIOS update
files can also be extracted locally to your hard drive and copied to a bootable USB
flash drive or other bootable USB media.

The Iflash Memory update utility allows you to:

e Update the BIOS and Intel Management Engine in flash memory
e Update the language section of the BIOS

NOTE

Review the instructions distributed with the update utility before attempting a BIOS
update.
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& CAUTION

Do not interrupt the process or the system may not function properly.

1. Uncompress the BIOS update file and copy the .BIO file, IFLASH.EXE, and .ITK file
(optional) to a bootable USB flash drive or other bootable USB media.

2. Configure the BIOS or use the F10 option during POST to boot to the USB device.

3. Manually run the IFLASH.EXE file from the USB device and manually update the
BIOS.

Recovering the BIOS
It is unlikely that anything will interrupt the BIOS update; however, if an interruption
occurs, the BIOS could be damaged. Due to BIOS size and recovery requirements, a
CD-R with the .BIO file in the root directory will be required.

Related Links:

For more information about updating the Intel Desktop Board BIOS or recovering from
a BIOS update failure, go to:

http://support.intel.com/support/motherboards/desktop/sb/CS-022312.htm
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4 Installing the ITE IT8211 ATA

ATAPI Driver

5 NOTE

If the Desktop Board includes an ITE* IT8211 ATA ATAPI Controller Driver diskette,
and you are using either an IDE/ATA hard disk drive or optical drive or both, you must
perform the driver installation process below in order to successfully install the
Microsoft Windows XP operating system. If the desktop board did not include such a
diskette, or if you will not be installing the Windows XP operating system, skip this
section

ﬁ NOTE

You will need to use a USB diskette drive to perform the ITE IT8211 ATA ATAPI driver
installation process for the Microsoft Windows XP operating system. For the list of
compatible USB diskette drives, go to: http://support.microsoft.com/kb/916196/en-us

ITE IT8211 ATA ATAPI Driver During
Windows XP Installation

1.

Connect a USB diskette drive to your system. Ensure that no diskettes are in the drive
at this time.

Begin Windows Setup by booting from the Windows installation CD.

Press <F6> at the beginning of Windows Setup when prompted to “"Press F6 to
install a third-party SCSI or RAID driver”.

Press the <S> key when prompted to specify additional drivers. Insert the diskette
labeled ITE IT8211 ATA ATAPI Controller Driver and select to install the ITE IT8211 ATA
ATAPI Driver. Press <Enter>.

If you wish to install the Intel Matrix Technology RAID or AHCI driver, press the <S>
key again to specify additional drivers. With the same diskette in the drive, now select
to install the Intel ICH9 SATA RAID or AHCI Controller driver. Press <Enter>.

Press <Enter> to continue with the Windows XP installation process.
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5 Configuring for RAID (Intel® Matrix
Storage Technology)

a NOTE

Intel Matrix Storage Technology requires Microsoft Windows Vista or Microsoft
Windows XP operating system and SATA hard drives.

Configuring the BIOS for Intel Matrix Storage
Technology

1.

2.

4.

Assemble your system and attach one or more SATA hard drives to the SATA
connectors.

Enter system BIOS Setup by pressing the <F2> key after the Power-On-Self-Test
(POST) memory tests begin.

Go to Advanced - Drive Configuration > Configure SATA as; ensure that
RAID is selected.

Then save your settings by pressing <F10>.

Creating Your RAID Set

1.

N

Upon re-boot, you will see the following Intel Matrix Storage Manager option ROM
status message on the screen: Press <Ctrl-I> to enter the RAID
Configuration Utility. Press <Ctrl-I> and enter the RAID Configuration Utility.
In the Intel Matrix Storage Manager option ROM Main Menu, select option #1:
Create RAID Volume. Enter a volume name and press <Enter>.

NOTE: The RAID Volume name must be in English alphanumeric ASCII characters.
Use the arrow keys to select RAID 0 or RAID 1 (if only two SATA drives are
available), RAID 5 and RAID 10 (these options will only appear if three or four
SATA drives are installed respectively). Press <Enter> once you have selected the
RAID LEVEL.

Select the drives to be used in the RAID array (only if there are more than two
drives available) and press <Enter>.

Select the strip size, if necessary, and press <Enter>.

Enter the size of the volume (if you enter less than the maximum volume size, you
can then create a second RAID array on the remaining portion of your volume) and
press <Enter>.

Finally, press <Enter> to Create Volume.

Exit the Option ROM user interface by pressing <Esc> or going to the EXIT option
in the MAIN MENU.
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Loading the Intel Matrix Storage Technology
RAID Drivers and Software

5 NOTE

If the Desktop Board includes an ITE* IT8211 ATA ATAPI Controller Driver diskette,
and you are using either an IDE/ATA hard disk drive or optical drive or both, refer to
Section 4 if you wish to install the Microsoft Windows XP operating system.

1. Begin Windows Setup by booting from the Windows installation CD.

2. If you will be using Microsoft Windows XP, press <F6> at the beginning of Windows

Setup to install a third-party SCSI or RAID driver. When prompted, insert the

diskette labeled Intel Matrix Storage Technology RAID Driver into a USB floppy

drive. Install the Intel® ICH9 SATA RAID Controller driver.

or

If you will be using Microsoft Windows Vista, follow the setup installation steps until

you reach the section "Where do you want to install Windows?". Click on the "Load

Drivers" option and insert the Intel Express Installer CD/DVD into your optical drive

or insert the diskette labeled Intel Matrix Storage Technology RAID Driver into a

USB floppy drive. Select to install the Intel ICH9 SATA RAID Controller driver.

Finish the Windows installation and install all necessary drivers.

4. Install the Intel Matrix Storage Console software via the Intel Express Installer
CD/DVD included with your desktop board or after downloading it from the Internet
at http://support.intel.com/support/motherboards/desktop/. The Intel Matrix
Storage Console software can be used to manage the RAID configuration.

w

Setting Up a "RAID Ready” System
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The Intel Matrix Storage Technology Console software offers the flexibility to upgrade
from a single Serial ATA drive to RAID without reinstalling the operating system, when
a second SATA hard drive is added to the system.

Follow the steps described in the headings from this section: "Configuring the BIOS
for Intel Matrix Storage Technology" and "Loading the Intel Matrix Storage Technology
RAID Drivers and Software".

Once additional SATA drives have been added, open the Intel Matrix Storage
Technology Console Software and follow the directions to update to a RAID setup.


http://support.intel.com/support/motherboards/desktop/�

6 Configuring for Intel® Rapid
Recover Technology

Intel Rapid Recover technology utilizes RAID 1 (mirroring) functionality to copy data
from a designated master drive to a designated recovery drive. The master and
recovery drives must span 100 percent of the available hard drive space of an array,
and only one recovery volume can be present on a system.

You can select whether you want the master drive data to be copied to the recovery
drive continuously or on request. When using the Continuous Update policy, changes
made to the data on the master drive while the recovery drive is disconnected or
offline are automatically copied to the recovery drive when it is reconnected.

When using the Update On Request policy, the master drive data can be restored to a
previous state by copying the data on the recovery drive back to the master drive.

Enabling Intel Rapid Recover Technology

a NOTE

Intel Rapid Recover Technology does not support RAID 5.

Intel Rapid Recover Technology can be Enabled or Disabled in the system BIOS menu.
To enable Intel Rapid Recover Technology, complete following steps:

1. Enter the BIOS menu by pressing the <F2> key early during system POST.

2. Go to Advanced -> Drive Configuration.

3. For the setting Intel Rapid Recover Technology, select to enable it.

4. For the setting Configure SATA as, ensure it is set to RAID.

& CAUTION

If Configure SATA as was previously not set to RAID and you already have an
operating system installed, you must reinstall it. Follow the instructions in
Chapter 5 to install the Intel Matrix Storage RAID driver during the operating
system installation.

5. Exit and save settings. Proceed to “"Creating a Recovery Volume.”
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Creating a Recovery Volume

A recovery volume consists of two disks — a master disk and a recovery disk.

A recovery volume can be created with either the RAID Option ROM (OROM) or the
Intel® Matrix Storage Console application.

Creating a Recovery Volume Using the RAID Option
ROM

To create a recovery volume using the RAID OROM, complete the following steps:

1. Enter the RAID OROM by pressing the <Ctrl> and <I> keys simultaneously when
prompted during system POST.

2. Under the Create RAID volume option, select the option to create a recovery
volume.
3. Select the master disk and the recovery disk.

a NOTE

The master disk size must be less than or equal to the recovery disk size.

The RAID OROM Recovery menu provides the following options:

1. Disable Continuous Update
2. Boot from Recovery Disk
3. Boot from Master Disk

Creating a Recovery Volume Using the Intel Matrix
Storage Console

To create a recovery volume using the Intel Matrix Storage Console, the system must
be configured in RAID mode with two drives. Boot the system into Microsoft Windows
and open the Intel Matrix Storage Console application.

A recovery volume can be created in the Basic mode or the Advanced mode.

To create a recovery volume using the Basic mode, complete the following steps:

1. Select Protect data using Intel® Rapid Recover Technology.

2. A dialog box will pop up. Selecting Yes will start the volume creation process
which can be monitored on the progress bar.

To create a recovery volume using the Advanced mode, complete the following steps:
1. Select Advanced Mode in the View menu.

2. Select Create a Recovery Volume in the Actions menu.

3. Select Next to continue.

4. Select the master disk and select Next to continue.

5. Select the recovery disk and select Next to continue.
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6. Select the Update policy - Continuous update or Update on request.
7. Select Finish to complete the creation of the recovery volume.

The system will synchronize the master disk with the recovery disk once after the
creation of the recovery volume.

Disk Synchronization Mode

There are two modes of updating or synchronizing the recovery disk with the master
disk - either continuous update or manual update.

To change from Continuous Update mode to Update On Request mode using the Intel
Matrix Storage Console, select the Advanced mode from the View menu, right-click
on the recovery volume, and select Disable Continuous Update.

To change from Update On Request mode to Continuous update mode, complete the
following steps:

1. Right-click on the recovery volume name and select Modify Volume.

2. Select Next on the Modify Recovery Volume Wizard dialog box to continue.

3. On the next screen, select Continuous update.

4. Select Next and then Finish to complete the operation.

Mounting the Recovery Disk

=

NOTE

Mounting the recovery disk will result in displaying the recovery disk in Microsoft
Windows Explorer. The recovery disk contents will be write-protected to preserve data
integrity with master disk.

To mount the mount the recovery disk, complete the following steps:

1. Make sure that the recovery volume is in Update On Request mode.

2. Then right-click on the recovery volume name and select Access Recovery Drive
Files.

3. Select OK on the information dialog box.

The recovery disk will now be mounted and can be seen in Microsoft Windows
Explorer.

NOTE

Individual files or folders can be copied from the recovery disk to the master disk. No
write operations can be performed on the recovery disk.
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To un-mount the recovery disk, complete the following steps:

1. In the Advanced mode, right-click on the recovery volume name.
2. Select Access Recovery Drive Files.
3. Select OK on the information dialog box.

The recovery disk is now un-mounted and reappears in Intel Matrix Storage Console.
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A Error Messages and Indicators

Desktop Board DG33TL reports POST errors in two ways:

e By sounding a beep code

e By displaying an error message on the monitor

BIOS Beep Codes

The BIOS also issues a beep code (one long tone followed by two short tones) during
POST if the video configuration fails (a faulty video card or no card installed) or if an
external ROM module does not properly checksum to zero. Table 16 lists the BIOS

codes.

Table 16. Beep Codes

Beep Description
3 No memory
Siren Processor overheat (on reboot)

BIOS Error Messages

When a recoverable error occurs during the POST, the BIOS displays an error message
describing the problem. Table 17 gives an explanation of the BIOS error messages.

Table 17.BIOS Error Messages

Error Message

Explanation

PROCESSOR_THERMAL_TRIP_ERROR

Processor was previously shutdown due to a thermal event
(overheating).

MULTI_BIT_ECC_ERROR

The firmware has detected that a Multi-Bit ECC Error occurred.

SINGLE_BIT_ECC_ERROR

The firmware has detected that a Single-Bit ECC Error occurred.

CMOS_BATTERY_ERROR

The firmware has detected that a CMOS battery failure occurred.

CMOS_CHECKSUM_ERROR

The firmware has detected that a CMOS Checksum Error occurred.

CMOS_TIMER_ERROR

The firmware has detected that the system date/time has not
been set.

MEMORY_SIZE_DECREASE_ERROR

The firmware has detected that the system memory has
decreased.

INTRUDER_DETECTION_ERROR

The system chassis was opened.

SPD_TOLER_ERROR

SERIAL PRESENCE DETECT (SPD) device data missing or
inconclusive. Properly programmed SPD device data is required
for reliable operation.

MEM_OPTIMAL_ERROR

The installed amount of memory in Channel A is not equal to the
amount of memory in Channel B. Maximum memory performance
is achieved with equal amounts of memory installed in each
channel.
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B Regulatory Compliance

This appendix contains the following regulatory compliance information for Desktop
Board DG33TL:

e Safety regulations

e European Union Declaration of Conformity statement

e Product Ecology statements

e Electromagnetic Compatibility (EMC) regulations

e Product certifications

Safety Regulations

Desktop Board DG33TL complies with the safety regulations stated in Table 18 when
correctly installed in a compatible host system.

Table 18. Safety Regulations

Regulation Title

UL 60950-1:2003/ Information Technology Equipment - Safety - Part 1: General

CSA C22.2 No. 60950-1-03 Requirements (USA and Canada)

EN 60950-1:2002 Information Technology Equipment - Safety - Part 1: General
Requirements (European Union)

IEC 60950-1:2001, First Information Technology Equipment - Safety - Part 1: General

Edition Requirements (International)

Place Battery Marking

There is insufficient space on this Desktop Board to provide instructions for replacing
and disposing of the Lithium ion coin cell battery. For system safety certification, the
statement below or an equivalent statement is required to be permanently and legibly
marked on the chassis near the battery.

& CAUTION

Risk of explosion if the battery is replaced with an incorrect type. Batteries should be
recycled where possible. Disposal of used batteries must be in accordance with local
environmental regulations.

Related Links

For information about replacing the battery, go to page 59.
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European Union Declaration of Conformity
Statement

80

We, Intel Corporation, declare under our sole responsibility that the product Intel®
Desktop Board DG33TL is in conformity with all applicable essential requirements
necessary for CE marking, following the provisions of the European Council Directive
89/336/EEC (EMC Directive) and Council Directive 73/23/EEC (Safety/Low Voltage
Directive).

The product is properly CE marked demonstrating this conformity and is for
distribution within all member states of the EU with no restrictions.

(€

This product follows the provisions of the European Directives 89/336/EEC and
73/23/EEC.

Cestina Tento vyrobek odpovida poZzadavkim evropskych smérnic 89/336/EEC a
73/23/EEC.

Dansk Dette produkt er i overensstemmelse med det europaeiske direktiv
89/336/EEC & 73/23/EEC.

Dutch Dit product is in navolging van de bepalingen van Europees Directief
89/336/EEC & 73/23/EEC.

Eesti Antud toode vastab Euroopa direktiivides 89/336/EEC ja 73/23/EEC kehtestatud
nouetele.

Suomi Tama tuote noudattaa EU-direktiivin 89/336/EEC & 73/23/EEC maarayksia.

Francais Ce produit est conforme aux exigences de la Directive Européenne
89/336/EEC & 73/23/EEC.

Deutsch Dieses Produkt entspricht den Bestimmungen der Européischen Richtlinie
89/336/EEC & 73/23/EEC.

EAANvIkKG To napov npoidv akoAouBei Tig diaTta&eic Twv Eupwnaikwv Odnyiwv
89/336/EOK kal 73/23/EOK.

Magyar E termék megfelel a 89/336/EEC és 73/23/EEC Eurodpai Iranyelv elbirasainak.

Icelandic bessi vara stenst reglugerd Evrépska Efnahags Bandalagsins numer
89/336/ EEC & 73/23/EEC.

Italiano Questo prodotto € conforme alla Direttiva Europea 89/336/EEC &
73/23/EEC.

Latviesu Sis produkts atbilst Eiropas Direktivu 89/336/EEC un 73/23/EEC
noteikumiem.



Regulatory Compliance

Lietuviy Sis produktas atitinka Europos direktyvy 89/336/EEC ir 73/23/EEC
nuostatas.

Malti Dan il-prodott hu konformi mal-provvedimenti tad-Direttivi Ewropej 89/336/EEC
u 73/23/EEC.

Norsk Dette produktet er i henhold til bestemmelsene i det europeiske direktivet
89/336/ EEC & 73/23/EEC.

Polski Niniejszy produkt jest zgodny z postanowieniami Dyrektyw Unii Europejskiej
89/336/EWG i 73/23/EWG.

Portuguese Este produto cumpre com as normas da Diretiva Européia 89/336/EEC &
73/23/EEC.

Espanol Este producto cumple con las normas del Directivo Europeo 89/336/EEC &
73/23/EEC.

Slovensky Tento produkt je v sulade s ustanoveniami eurépskych direktiv
89/336/EEC a 73/23/EEC.

Slovenscina 1zdelek je skladen z dolo¢bami evropskih direktiv 89/336/EGS in
73/23/EGS.

Svenska Denna produkt har tillverkats i enlighet med EG-direktiv 89/336/EEC &
73/23/EEC.

Tiirkce Bu Urin, Avrupa Birligi'nin 89/336/EEC ve 73/23/EEC ybnergelerine uyar.
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Product Ecology Statements

The following information is provided to address worldwide product ecology concerns
and regulations.

Recycling Considerations

As part of its commitment to environmental responsibility, Intel has implemented the
Intel® Product Recycling Program to allow retail consumers of Intel’s branded products
to return used products to select locations for proper recycling.

Please consult http://www.intel.com/intel/other/ehs/product ecology
for the details of this program, including the scope of covered products, available
locations, shipping instructions, terms and conditions, etc.

5154
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Deutsch

Als Teil von Intels Engagement fiir den Umweltschutz hat das Unternehmen das Intel
Produkt-Recyclingprogramm implementiert, das Einzelhandelskunden von Intel
Markenprodukten ermdglicht, gebrauchte Produkte an ausgewahlte Standorte fiir
ordnungsgemaBes Recycling zurlickzugeben.

Details zu diesem Programm, einschlieBlich der darin eingeschlossenen Produkte,
verfigbaren Standorte, Versandanweisungen, Bedingungen usw., finden Sie auf der
http://www.intel.com/intel/other/ehs/product ecology

Espaiol

Como parte de su compromiso de responsabilidad medioambiental, Intel ha
implantado el programa de reciclaje de productos Intel, que permite que los
consumidores al detalle de los productos Intel devuelvan los productos usados en los
lugares seleccionados para su correspondiente reciclado.

Consulte la http://www.intel.com/intel/other/ehs/product ecology
para ver los detalles del programa, que incluye los productos que abarca, los lugares
disponibles, instrucciones de envio, términos y condiciones, etc.
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